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XS 3: 50% LID Participation Hydrograph by Storm
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XS 3: 75% LID Participation Hydrograph by Storm
—IOOXr . +25yr

—_—2yr

-
o

Flow (cfs)
QO = N W B U OO NN 00 W
|
|
|
i

0 1 2

. 4
Time (hrs)
Broadway Rd. at McClintock Dr. — 75% LID Participation

Page 150




10.

1 2

12.

13.

14.

15.

16.

147,

18.

19:

20.

TEMPE ADMS/P FCD 2012C021

REFERENCES

ESRI, ArcGIS, Version 10, 2010.

FLO-2D Software Inc., FLO-2D, Pro Version, Model-Build No. 13.11.06, 2014.
Manifold Software Limited, Manifold System, Version 8.0, 2010.

U.S. Environmental Protection Agency, EPA SWMM, Version 5.0 (Build 5.0.022), April
2011.

inpPINS Computer Program, https://sites.google.com/site/inppins/guide

Bentley Systems, Inc., CulvertMaster, Version 3.2, August 2008

Flood Control District of Maricopa County, FLO-2D Review Guidelines, revised version, July 2012.
Riada Engineering, FLO-2D Reference Manual.

Riada Engineering, FLO-2D Data Input Manual.

Riada Engineering, FLO-2D GDS Manual.

Riada Engineering, FLO-2D Mapper Manual.

Riada Engineering, FLO-2D Limiting Froude Number Application Guidelines.

Riada Engineering, FLO-2D Pocket Guide.

Riada Engineering, User Assigned Courant Number in TOLER.DAT for Enhanced Model Numerical
Stability.

U.S. Army Corps of Engineers, Hydrologic Engineering Center, HEC-1 Flood Hydrograph Package,
User’s Manual, Version 4.1, June 1998.

U.S. Army Corps of Engineers, Hydrologic Engineering Center, HEC-1 Flood Hydrograph Package,
Version 4.1, June 1998.

U.S. Army Corps of Engineers, Hydrologic Engineering Center, HEC-RAS River Analysis System,
Version 4.1 January 2010.

Broadway & Rural DMP: FLO-2D Pilot Study, Cardno WRG, October 1, 2010.

Broadway Road/Rural Road Candidate Assessment Report (CAR), Project Engineering Consultants,
Ltd. September 2002.

Drainage Policies and Standards for Maricopa County, Flood Control District of Maricopa County,
April 24, 2007.

e

Page 151




TEMPE ADMS/P FCD 2012C021

21. Drainage Design Manual for Maricopa County, Hydrology, Flood Control District of Maricopa ‘
County, November 18, 2009.

22. Drainage Design Manual for Maricopa County, Hydraulics, Flood Control District of Maricopa
County, August 15, 2013.

23. Phoenix-Tempe Area Mapping, Project ID 1291, Contract No. FCD 08-20, Flood Control District of
Maricopa County, August 4, 2009.

24. SCS Soil GIS Shape Files, Flood Control District of Maricopa County, March 10, 2010.
25. FLO-2D Data Input Manual, Version 2009.06, FLO-2D Software, Inc., November 30, 2010.
26. FLO-2D Review Checklist (DRAFT), Flood Control District of Maricopa County, May 5, 2011.

27. Broadway-Rural Pilot Study, FLO-2D Hydrograph Analysis, Flood Control District of Maricopa
County, Engineering Division, Special Projects Branch, October 25, 2010.

28. TOL and Hydraulic Structure Rating Curves Interoffice Memorandum, Flood Control District of
Maricopa County, Engineering Division, Special Projects Branch, October 25, 2010.

29. Tempe ADMS/P Data Collection Report, J2, August 2014.

30. Tempe ADMS/P Test Area Sensitivity Analysis Summary Report, ]2, March 2014.

31. Tempe ADMS/P Test Area FLO-2D Analysis Summary Report, J2, June 2015.

32. Tempe ADMS/P FLO-2D/SWMM Modeling Report, ]2, November 2015.

I\

Page 152




